





8 / 7 / 2001:    OWNER REVIEW
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A-13









  

8"

51 2"
1 2"

13 8"
35 8"

11 2"

TRIM (TBD SEE ID)




3
A-13

21 2"

51 2"

12" O.C.

1 3/4" DOOR
PROVIDE HEAVY
DUTY POCKET
DOOR HARDWARE

21 2"
21 2"

6" METAL STUD -
16 GAUGE

1 1/4 x 1 1/4 x 1/8
STEEL ANGLE

3/4" x 2 1/4"
TRIM BOARD

CASING (SEE
TRIM DETAIL)

5/8" GYP BOARD

1'-4" 5'-2" 1'-4"

4" SPLIT FACE STONE

2 x 6 WOOD STUD

1'
-4

"

51 4"
51 2"

51 4"



2
A-13




1
A-13

1'
-4

"

51 4"
51 2"

51
4" 51

2"

5/8" GYPSUM 

2 x 6 WOOD STUD

4" SPLIT FACE STONE

1'-0"

35 8"
1 2"

51 2"
13 8"

1'
-0

"
11 2"

16" O.C.




8
A-13

LEDGE BELOW

7"
1"

4"

4"

8"
8"

8"
1'-4"

8"

8"
8"

.

WOOD PANELING (TBD)

3 5/8" BRICK VENEER
1 3/8" AIR SPACE

1/2" THERAMAX
1/2" PLYWOOD SHEATHING

2 x 6 STUDS @ 16" O.C.
6" BATT INSULATION

5/8" GYP. BOARD

3 5/8" BRICK VENEER
1 3/8" AIR SPACE

1/2" THERAMAX
1/2" PLYWOOD SHEATHING

2 x 6 STUDS @ 16" O.C.
6" BATT INSULATION

5/8" GYP. BOARD

STONE VENEER
1" AIR SPACE
1/2" THERAMAX
1/2" PLYWOOD SHEATHING
2 x 6 STUDS @ 16" O.C.
6" BATT INSULATION
5/8" GYP. BOARD

TYPICAL WALL

4"
1"

51 2"
1 2"

7
A-13 

1'-4"

1'
-4

"
8"

8"

8" 8"

WALL COVERING
5/8" GYP. BOARD
2 x 6 STUDS @ 16" O.C.
5/8" GYP. BOARD
WOOD PANELING

4"  SPLIT FACE STONE

41
4"



1'-0"

9
A-13 

3 5/8" BRICK VENEER
2 3/8" AIR SPACE

6" POURED CONCRETE
1" AIR SPACE

2 x 4 STUDS @ 16" O.C.
4" BATT INSULATION

5/8" GYP. BOARD

LEDGE BELOW

STONE VENEER
2" AIR SPACE
6" POURED CONCRETE
1" AIR SPACE
2 x 4 STUDS @ 16" O.C.
4" BATT INSULATION
5/8" GYP. BOARD

31 2"
6"

23 8"
35 8"

31 2"
6"

2"
4"

1" HONED SLATE
MORTAR SPOTS
6" POURED CONCRETE
1" AIR SPACE
2 x 4 STUDS @ 16" O.C.
4" BATT INSULATION
5/8" GYP. BOARD

1'-53
4"

11
1 4"

2'-8" OVERHANG

INSTALL PER MANUF. RECOMMENDATIONS
COPPER ROOF

1/2" PLYWOOD SHEATHING

DENS GLASS GOLD
W / E.I.F.S. FINISH

1'-6 3
4 " O.C.
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A-13

81
8" 81

8"81
8"

7
1 2
" EAVE EL.: 109'-0"

EXCEPT WHERE NOTED
ON ELEVATION

ICE & WATER SHIELD

FA
CE

 O
F 

ST
ON

E

1"

12
4

11
A-13 

5/8" GYPSUM
2 x 4 STUDS @ 16" O.C.

4" SOUND INSULATION
1" AIR SCACE

4" CMU
2 x 4 STUDS @ 16" O.C.

RESILIENT CHANNEL @ 16" O.C.
5/8" GYPSUM

2 x 6 STUDS @ 16" O.C.
1/2" PLYWOOD SHEATHING
1/2" THERMAX
1" AIRSPACE
4" STONE VENEER

5/8" GYPSUM BD.
2 x 6 STUDS @ 16" O.C.

6" BATT INSULATION R-19

2'-8"

3'
-0

"

51
2" 1

2" 1" 4"1'-61
2"51

2"

4"

1"
1 2"

51 2"
1'

-1
"

1 2"

1"

4"
51 2"



1" HONED SLATE
1/2" PLYWOOD SHEATHING
1/2" THERAMAX
1/2" PLYWOOD SHEATHING
2 x 6 STUDS @ 16" O.C.
6" BATT INSULATION
5/8" GYP. BOARD

WOOD BLOCKING

2" x 2" BLOCKING

FASTEN TO SOFFIT
PLYWOOD

3/4" TREATED WOOD TRIM
WRAPPED WITH COPPER FASCIA

COPPER SCREEN

SOUND WALL
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A-13

33
4" 33

4" 41
4"

13
A-13 




14
A-13

4" STONE VENEER
1/2" PLYWOOD

ML HEADER
5/8" GYP. BOARD

CUSTOM WINDOW

CUSTOM DOOR

.

11 2"



1"
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A-13

51 2"
1 2"

4" STONE VENEER
1" AIR SPACE

1/2" THERAMAX
1/2" PLYWOOD SHEATHING

2 x 6 STUDS @ 16" O.C.
6" BATT INSULATION

5/8" GYP. BOARD 4"

TRIM (TBD SEE ID)

8" OR 12"
SEE SHEET A-2

8 / 24 / 2001:  PERMIT

STONE THRESHOLD STONE FLOORING ON
1 1/2" MUD BED W / WIRE MESH REINF.
3/4" PLYWOOD
PRE-ENGINEERED FLOOR TRUSS

POURED CONCRETE WALL
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2'-21
2"

1'-2"

3
4"

3
4"

1'
-2

"

2'
-2

1 2"
3 4"

3 4"

3 4"

81 2"

3 4"

8"

3 4"

81 2"

3 4"

4" STONE VENEER
1" AIR SPACE

1/2" PLYWOOD SHEATHING
2 x 4 STUDS
STEEL TUBE

1'
-2

"

2'
-4

"

2'-4"

1'-2"

VERTICAL EXTERIOR LAMP

4" STONE VENEER
1" AIR SPACE

1/2" THERAMAX
1/2" PLYWOOD SHEATHING

2 x 6 STUDS
5/8" GYP. BOARD

16
A-13




11 16
"

.

CONCRETE SLAB

51 2"

1 2"1 2" 1"

4"

4"
1
2"

.

11 2"  
PR

OJ
EC

TI
ON

BACKER ROD & SEALENT

1" COR-A-VENT

COPPER ROOF

1/2" PLYWOOD SHEATHING

COPPER ROOF

1/2" PLYWOOD SHEATHING

FULLY MORTISED "AUTOMATIC DOOR
BOTTOM" - PEMKO # 434 OR
NATIONAL GUARD #4233

1 8
" 9 / 17 / 2001:  BIDS

1'
-1

1 2"

TREATED 2 x 6 PLATE

2" STONE PAVERS
2" MUD BED
4" CONC SLAB

1'
-0

"

TRUSS

TREATED WOOD TRIM WITH PREFINISHED
ALUMINUM BREAK METAL

DECORATIVE COPPER
STAMPING

LIMESTONE TRIM

SMOOTH STONE
PROJECTING ACCENT COURSE

SMOOTH STONE
PROJECTING ACCENT COURSE

LIMESTONE TRIM

61 2"
61 2"

5/8" GYPSUM
(PLYWOOD AT PANELING)

1" 1"

2" x 2" BLOCKING

DENS GLASS GOLD
W / E.I.F.S. FINISH

11
1 4"

FA
CE

 O
F 

ST
ON

E

2'-8" OVERHANG
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1'-6
3
4
" O.C.

INSTALL PER MANUF. RECOMMENDATIONS

1'-53
4"

COPPER ROOF

4

1/2" PLYWOOD SHEATHING

12

FASTEN TO SOFFIT
PLYWOOD

DECORATIVE COPPER
STAMPING

3/4" TREATED WOOD TRIM
WRAPPED WITH COPPER FASCIA

COPPER SCREEN

WOOD BLOCKING

ICE & WATER SHIELD

EAVE EL.: 109'-0"
EXCEPT WHERE NOTED
ON ELEVATION

RUBBER MEMBRANE
ADHERE ON PLYWOOD

COPPER DRIP

1 / 18 / 2002: REVISION

RAIN CHAIN - BRONZE
FINISH SELECTION BY OWNER

3 / 14 / 2002: BULLETIN #3- STRUCTURAL REVISIONS

1'
-0

" W
AL

L
1'

-0
" W

AL
L



1'-0" WALL

1'-0" WALL

4" DIA. COPPER PIPE

1/2" DIA. COPPER ROD

TS 4 x 4 COLUMN

TS 6 x 6 COLUMN

TS 4 1/2 x 4 1/2
COLUMN

COLUMN
TS 4 1/2 x 4 1/2

STEEL COLUMN BEYOND

T.O.W. = 99'-3"

MAIN LEVEL = 100'-0"

21 4"

LEDGE = 98'-6"

TOP OF FLOOR TRUSS

FLOOR TRUSS

FLASHING - OVER 
4" CONC. SLAB, UP
WALL & UNDER
THRESHOLD

JAMB EXTENSION

JAMB EXTENSION

3 - 1 3/4 x 11 7/8 ML HEADER

3 1/2" x 3 1/2 x 1/4 ANGLE
WITH HOLE ATTACH 
TO HEADER

SO IT HANGS "SLIGHTLY"
OVER ANGLE

ROUT STONE EDGE

5 / 14 / 2002: BULLETIN #6 - FLR TO FLR HGHT REVISION

8 / 19 / 2002: BULLETIN #9 - REVISIONS

11



1"

TREATED WOOD TRIM WITH PREFINISHED
ALUMINUM BREAK METAL

SMOOTH STONE BANDS

SPLIT-FACE STONE

3
4"3

4"

3 4"
3 4"

3
4"3

4"

3/4" PLYWOOD

3 4"

3
4"3

4"

3 4"
3 4"

3
4"3

4"

3 4"
3 4"

3
4"3

4"

11 / 1 / 2002: BULLETIN #11 - CANOPY +11






7 / 27 / 2001:   OWNER REVIEW











  



1
A-9

1'-4"

51
2" 4" ±112"

2'-8"

ELEVATION= 109'-0 1/2"

1'
-3

"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

9"
1'

-0
"

9"

16" x 42" POURED CONC.
TRENCH FOOTING WITH
2 #6 BAR TOP & BOTTOM

2 COURSE 6" x 8"
MASONRY BLOCK -
GROUTED SOLID

2" x 6" TREATED SILL
PLATE ON SILL SEAL

MAIN LEVEL = 100'-0"

3/4" TREADED DOWELS
@ 4'-0" O.C.

METAL ROOF

WEEPHOLES @ 24" O.C.

10
'-0

5 8"  
- P

LA
TE

 H
EI

GH
T 

- A
BO

VE
 M

.L
. F

IN
. F

LR
.

1"

GRADE = 98'-9"

BOTTOM OF FOOTING = 94'-9"

1
2"

1"

1" HONED SLATE

4" SPLIT FACE STONE VENEER/
     5 1/2" SMOOTH STONE
1" AIR SPACE
1/2" THERMAX
1/2" PLYWOOD SHEATHING
2 x 6 STUDS @ 16" O.C.
5 1/2" BATT INSULATION R-19
5/8" GYP. BOARD

TYPICAL 12" WALL
4" SPLIT FACE STONE VENEER/
     5 1/2" SMOOTH STONE
1" AIR SPACE
1/2" THERMAX
1/2" PLYWOOD SHEATHING
2 x 6 STUDS @ 16" O.C.
5 1/2" BATT INSULATION R-19
5/8" GYP. BOARD

51
2"

1
2" 1"

4"

ELEVATION = 109'-0 1/2"

MAIN LEVEL = 100'-0"

LOWER LEVEL = 87'-9"

GRADE LINE
LEDGE HEIGHT = SEE FOUNDATION PLAN

CEILING HEIGHT = 97'-9"

4" SPLIT FACE STONE VENEER/ OR
5 1/2" SMOOTH STONE
1" AIR SPACE
MEMBRANE WATERPROOFING
POURED CONCRETE W /
#5 BARS @ 12" O.C. EA WAY
1" AIR SPACE
2 x 4 STUDS @ 16" O.C.
3 1/2" BATT INSULATION R-13
5/8" GYP. BOARD

1" 7"
1"

4"

11
2"

2'-0"

8"
1'

-0
"

(3/4" CARPET & PAD)
3/4" T & G PLYWOOD
2 x 4 SLEEPERS
1 1/2" STYROFOAM INSULATION
4" CONCRETE SLAB
6 ML. VAPOR BARRIER
6" COMP. SAND

2 x 4 FURRING

TREATED 2 x 6 SILL PLATE

5 1/2" SMOOTH STONE

ANCHOR BOLT

1/2" PLYWOOD SHEATHING

2'-8"

INSTALL PER MANUF. RECOMMENDATIONS

FACE OF STONE

12

4

METAL ROOF

73 8
"

1"

DENS GLASS GOLD W/
E.I.F.S. FINISH

COPPER SCREEN
FASTEN TO SOFFIT
PLYWOOD

ICE & WATER SHIELD 

11
1 8"3

1 8
" METAL DRIP EDGE

3
4" CARPET
3
4" T & G PLYWOOD
3
4" HOMOSOTE
3
4" PLYWOOD
PRE-ENGINEERED
FLOOR TRUSS
6" SOUND INSULATION
1/2" RESILIENT CHANNELS
5/8" GYP. BOARD

2
A-9



4" DRAIN TILE WRAPPED
IN FILTER FABRIC SET IN
12" PEA STONE

CONTINUOUS
FOOTING W/ 2 #5 BARS
20" x 12" POURED CONC.

1" HONED SLATE




3
A-9

1'
-0

"

2'-0"

3/4" CARPET & PAD
3/4" T & G PLYWOOD
2 x 4 SLEEPERS
1 1/2" STYROFOAM INSULATION
4" CONCRETE SLAB
6 ML. VAPOR BARRIER
6" COMP. SAND

7"

12" PEA STONE
IN FILTER FABRIC SET IN
4" DRAIN TILE WRAPPED

LEDGE HEIGHT = 

20" x 12" POURED CONC.
FOOTING W/ 2 #5 BARS
CONTINUOUS

LOWER LEVEL = 87'-9"

GRADE LINE

11
2"

35
8"

13
8"

7" 1"

3/4" CARPET
3/4" T & G PLYWOOD
3/4" HOMOSOTE
3/4" PLYWOOD
PRE-ENGINEERED
   FLOOR TRUSS
1/2" RESILIENT CHANNEL
5/8" GYP. BOARD

35
8"

13
8" 1

2"

51
2"

BRICK VENEER/ 5 1/2" SMOOTH STONE
1" AIR SPACE

MEMBRANE WATERPROOFING
POURED CONCRETE

W/ #5 BARS @ 12" O.C. EA WAY
1" AIR SPACE

2 x 4 STUDS @ 16" O.C.
3 1/2" BATT INSULATION R-13

5/8" GYP. BOARD

ANCHOR BOLT

SMOOTH STONE

CEILING HEIGHT = 97'-9"

BRICK VENEER/ 5 1/2" SMOOTH STONE
1 3/8" AIR SPACE

1/2" THERMAX
1/2" PLYWOOD SHEATHING

2 x 6 STUDS @ 16" O.C.
5 1/2" BATT INSULATION R-19

5/8" GYP. BOARD

TREATED 2 x 6 SILL PLATE

MAIN LEVEL = 100'-0"

1" HONED SLATE

FACE OF BRICK

INSTALL PER MANUF. RECOMMENDATIONS

2'-8"

METAL ROOF

4

12

11
1 8"

1"

PLYWOOD
FASTEN TO SOFFIT
COPPER SCREEN

DENS GLASS GOLD W/ E.I.F.S.
FINISH

METAL DRIP EDGE

ICE & WATER SHIELD 

1/2" PLYWOOD SHEATHING

ELEVATION = 109'-0 1/2"

11
2"

11
2"

4" 1"

SEE FOUNDATION PLAN

12" BATT INSULATION

12" BATT INSULATION

6" SOUND INSULATION

6" SOUND INSULATION

12" BATT INSULATION

3/4" TREATED WOOD TRIM
STRAPPED WITH COPPER
ARTISTIC DESIGN

8 / 7 / 2001:   OWNER REVIEW

10
A-13

8 / 24 / 2001:  PERMIT

11 4"

1 
1/

4"

METAL J-MOULD

3/4" TREATED WOOD TRIM
WRAPPED WITH STAMPED COPPER
DESIGN SOLDERED TO FASCIA

5" 7"
5"7"

7 8
"

9 / 17 / 2001:  BIDS

SMOOTH LIMESTONE BASE

61
2"

EIFS

DAMPPROOF UNEXPOSED
SURFACES OF STONE WITHIN
12" OF FINISHED GRADE

SILL SEALER

SILL SEALER

#5 DOWELS @ 12" O.C. #5 DOWELS @ 12" O.C.

SILL FLASHING

MORTAR NET

JOINTS @ MIN. 24" O.C.
"MORTAR NET" IN HEAD
WEEPHOLES:

DECORATIVE PLATE
SEE 3/A-11

SLIP JOINT

SLIP JOINT
SLIP JOINT

3"
4"

31
2"31

2"

WEEP HOLE @ 24" O.C.

T.O.W. = 99'-0"

1'
-6

"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

2'
-3

"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

9"
1'

-0
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

2'
-3

"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

3"
1'

-3
"

9"
1'

-0
"

T.O.W. = 99'-0"

11
2"27

8"21
8"

11
4"

1"

9" 9" 81
2"

HURRICANE CLIP
(TYP.)

2 1 / 18 / 2002: REVISION

TOP OF FOOTING = 87'-1"

TYPICAL 12" WALL

TOP OF FOOTING = 87'-1"

TYPICAL 12" WALL

3 / 14 / 2002: BULLETIN #3- STRUCTURAL REVISIONS

COLUMN BEYOND

3

6 5 / 14 / 2002: BULLETIN #6 - FLR TO FLR HGHT REVISION

TOP OF FOOTING = 98'-0"

9"
MAIN LEVEL = 100'-0"

GRADE = 98'-9"

TOP OF FOOTING = 98'-0"

8'
-6

"

(3) 1 34" x 11 78"  M.L.

5
4" x 8 12" FIN. MAHOGANY TRIM

8'-6" HIGH GARAGE DOOR

4
A-9





9'-0" x 9'-0" GARAGE DOOR

5
4" x 8 12" FIN. MAHOGANY TRIM

9'-0" x 9'-0" GARAGE DOOR

5
4" x 8 12" FIN. MAHOGANY TRIM
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8 7 / 24 / 2002: BULLETIN #8 - REVISIONS8

9

8

9'
-0

1 2"  
- P

LA
TE

 H
EI

GH
T 

A.
F.

F.

9'
-8

1 4"  
- P

LA
TE

 H
EI

GH
T 

A.
F.

F.

9 8 / 19 / 2002: BULLETIN #9 - REVISIONS

99

9

9

9
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